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TOP HINGE ONLY

Taylor C706/707 & C708/709 Facade - continued

Keeping the adhesive strips covered, position the two 
support post brackets on the right side of the freezer so 
that the tops of the metal plates line up with the marks.  
The brackets should be placed so that they are closest 
to the front edge of freezer without hanging over.  

In the same way, position the hinge brackets on the left 
side of the freezer.  Gently tap the top hinge bracket 
down slightly, no more than 1/8”, below the freezer mark. 
This will allow for hinge clearance of the facade hinges.  
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NOTE: UNTIL THE SIDE BRACKET PIECES ARE 
APPLIED WITH ADHESIVE, THE FOUR 
MAGNETIC BRACKETS WILL NOT BE STRONG 
ENOUGH TO FULLY SUPPORT THE FACADE 
ALONE.  WITH THAT IN MIND, ONE PERSON 
MUST SUPPORT THE FACADE WHILE IT IS 
POSITIONED FOR THE NEXT STEPS.

Without putting full pressure on the brackets, place 
the facade hinges onto the hinge brackets.  Do not 
let go of the facade; continue keep the facade 
supported. 

Carefully swing the facade into the closed position, 
sliding the right side slots over the support post brackets. 
Do not let go of the facade; keep the facade supported.   

Have a second person check to ensure the side 
brackets are still positioned correctly and that the 
facade is centered.  Ensure the lower post of the draw 
handle clears the notch in the freezer and that the inner 
walls of the draw handle opening DO NOT rest on the 
control panel plate. If necessary, adjust the positions of 
the side brackets.  

REV102511 pg. 3 of 5

12

13 14



Taylor C706/707 & C708/709 Facade - continued

Place the drip tray bowl in the slot below the drip 
opening, and then place the drip tray screen over the 
opening.   

After the bracket adhesive strips have cured for at 
least 1 hour, install the facade onto the hinge brackets 
and “close” the facade around the freezer, securing it 
with the support posts and thumb knobs.
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Carefully, without moving the brackets, remove the 
facade.  Mark around each of the four side brackets.  
Keep in mind, the top hinge bracket should be slightly 
lower than the full-contact position.  

Remove each adhesive strip backing from 
the brackets, and place them into position 
on the freezer. The hinge brackets go on 
the left side; the support post brackets 
install on the right side.  You may wish to 
verify the position of the brackets by 
installing the facade once again on the 
freezer, but do not allow the full weight 
of the facade to hang on the brackets 
until they have cured for at least  1 hour.  
Applying the full weight of the facade 
before the adhesive cures may weaken the 
adhesive and the brackets may fall off.
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Remove the side brackets. Using an ampule (acetone), 
clean within the marked areas on the freezer sides and 
allow them to dry.   
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Taylor C706/707 & C708/709 Facade - continued

Remove the four screws on the back corners of the 
Touch Screen casing.  

Center the Touch Screen bracket and install the four 
screws.  
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Place the Touch Screen and the bracket onto the posts 
of the mounting plate, sliding the Touch Screen all the 
way to the facade opening as far as it allows.  Secure 
using the thumb screws.  

If the screen is not centered within the facade opening, 
you can adjust the Touch Screen right or left by 
loosening the four Touch Screen box screws in the back.  
Slide the Touch Screen into place and then tighten the 
screws to secure.  

If the Touch Screen is not centered within the facade 
opening vertically, you can adjust the height using the 
screws on the Touch Screen bracket plate.  If necessary 
loosen the mounting plate knobs to accommodate the 
height change.  

Attach the two cable / tube casings onto the left side of 
the freezer within the notches on the facade.    Attach 
any cables that were disconnected for the installation.  
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NextInjector Flush

Chocolate Swirl

Strawberry

Butter Pecan

Classic Cherry

Banana Ripple

Green Apple

Blue Goo

Purple Grape

Setup

Small Medium Large Extra
Large




