
Rotate the Switch Assembly onto the draw-handle bar. Position the Switch up towards the end of the draw-
handle bar to complete the Installation.

Be sure to fully engage the Spigot Switch jack to the 
Flavor Burst™ keypad jack for normal operation. 

Install the black o-rings on the Adapter, set it inside the 
Bracket Base, and then attach it to the freezer door 
spout.
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ELE 430-RE-2
Spigot Switch Assembly

FAS 2016

MIS 3130-U

MIS 3130-L ADPT 103A

MIS 3130EF

NOTE:  DO NOT NEGLECT TO CHECK THIS 
CONNECTION DURING DAILY STARTUP.

This Adapter Kit is designed for use with most Electrofreeze® models.  If you have a large Electrofreeze® door 
spout or other special considerations, contact your local Flavor Burst™ distributor for additional information.

FAS 2024

FAS 2035

MIS 3144

(3 Extension 
        sets included)

MIS 3143-C

FAS 2071

MIS 3105T

ROT 535
MIS 3106

MIS 3108T



LEVEL

NOTE:  IF MORE HEIGHT IS NEEDED, USE 
MULTIPLE EXTENSION BRACKET KITS WITH 
THE SUSPENSION BRACKET.

This kit comes with two options for an Injector Mounting Bracket due to freezer model variations.  When possible, use the 
suspension bracket included with your unit and the extensions provided.  If the suspension bracket is not suitable for your 
freezer, install the MIS 3108T mounting bracket in section B. 


