
Remove the draw handle and the draw handle pin 
assembly from the modified door spout that came with the 
Flavor Burst FCB system. Set these parts aside. 
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This kit converts the Flavor Burst® FB 80FCB draw-handle operated system to a Flavor Burst® auto draw valve FCB 
system. When attached to an FCB freezer, this system allows for push-button dispensing without the use of a draw 
handle.  The following instructions are for a field conversion of the freezer.  For more information, please contact your 
local Flavor Burst® distributor.  

21 Remove the cap, spring, and Flow Rate Controller 
Assembly from the modified door spout. Set aside the cap 
and spring. 

ADPT TY80S-FCB1

NOTE: THIS KIT IS FOR UPGRADING AN FB 80FCB SYSTEM.  USE THE MODIFIED DOOR SPOUT WITH DRAW PIN ASSEMBLY, THE SYR 
932FCB-A 9-TUBE ASSEMBLY, AND THE FCB 121 FLOW RATE CONTROLLER FROM THE FB 80FCB SYSTEM WITH THIS KIT AS INSTRUCTED.  IF 
YOU ARE MISSING THESE PARTS OR ANY OF THE REST OF THE FLAVOR BURST SYSTEM (CABINET, SANITIZER TANK, KEYPAD, ETC), 
CONTACT YOUR LOCAL DISTRIBUTOR FOR THE PROPER FCB KIT.  
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Install the draw handle pin assembly onto the Cylinder 
Assembly and tighten screw to secure.5 Insert the spring into the draw spout opening and install 

the cap onto the assembly.6

Install the Cylinder Assembly on the door spout by sliding 
the bracket over the threaded portion of the door spout.4Disconnect and remove the spigot switch assembly.  

Ensure the two o-rings are in their respective grooves 
inside the syrup port. 
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Remove the panel and drill the 7/16” hole where marked.  
Deburr the hole if necessary.8Place the drilling template on the front service panel 

under the draw spout so that the folded edge is placed 
along the service panel edge.  Tape the template in place 
or mark the hole to be drilled in front service panel. 
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NOTE: SYRUP PORT MAY BE LOCATED EITHER ON THE SIDE OF 
THE SPOUT ASSEMBLY OR UNDERNEATH, BEHIND THE SPOUT.


