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To clear out the spout and ensure everything is working 
properly, draw a serving.  Place a cup beneath the spout. 
Select flavor(s) from the keypad. Press and hold button to 
dispense. When the cup is nearly full, release the button  
and wait for the freezer to finish dispensing.

42

To adjust syrup flow, remove the Housing from the 
Cylinder Assembly.  Tighten the flow rate screw 
(clockwise) to decrease the product flow and increase 
flavor output.  Loosen the screw (counter-clockwise) to 
increase the product flow and decrease flavor output.

43

Fill the freezer hopper with FCB product. While product is 
freezing down, follow instructions in the Operations 
Manual to prime the syrup pumps and lines. 

41

With a container under the spout, press WATER/SYRUP 
FLUSH on the keypad till neutral base dispenses evenly.  
Once the neutral base flows consistently from the door 
spout, press CANCEL ENTRY.

4039 Locate the #14 tube on the left side panel of the Flavor 
Burst cabinet near the back corner. Insert the end of the 
tube into the push-to-connect fitment of the BIB 
Connector Assembly.

NOTE:  IF NEEDED, TRIM ANY EXCESS TUBING 
FROM THE #14 TUBE BEFORE INSTALLATION.

NOTE: PRODUCT WILL DISPENSE APPROXIMATELY 1-2 
SECONDS AFTER THE BUTTON IS RELEASED TO CLEAR 

THE SPOUT OF FLAVORED PRODUCT. THIS PROCESS PURGES THE 
SPOUT OF LEFTOVER FLAVOR AND REDUCES FLAVOR CARRYOVER 
TO THE NEXT SERVING.  




