Flavor Burst®

ELE 550 FB KEYPAD - AUTO
Keypad Operations

The ELE 550 Flavor Burst® keypad allows the operator to adjust and set certain keypad operations. Syrup
concentration can be increased or decreased. Adjustments can be made to increase and decrease the rate
of flavor change in multi-flavored servings. Large, medium and small serving sizes can be preset to help
maintain serving size consistency and to reduce carryover of flavor between servings. The water and
syrup flush keys have been consolidated into one key. The keypad also keeps count of servings, and
access to this information is as easy as pressing a few keys. Follow the instructions to perform these
keypad operations. Contact your local distributor for more information.

ADJUSTING COMBO TIMING - Increase or decrease the length of time a flavor
dispenses before it switches to another flavor in a multi-flavor serving.

Press and hold the COMBO TIMER key for three
seconds until the COMBO TIMER ADJUSTMENT light is
illuminated.
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bars in the graph represent . -
the length of time each - o9nt = -5 seconds

layer is dispensed. Use the |2 Lights = .6 seconds
following chart to determine |3 Lights = .7 seconds

the bar graph setting |4 Lights = .8 seconds
ngeded fof the desired 5 Lights = 1.0 seconds
dispense time for each -
flavor layer. 6 Lights =1.2 seconds
7 Lights =1.4 seconds
8 Lights = 1.6 seconds
9 Lights = 1.8 seconds
10 Lights = 2.0 seconds

e To increase the timing (for wider, fewer layers), press the
“+" key until the correct number of bar graph lights are
illuminated.
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To decrease the timing (for more, narrower layers),
press the “=" key until the correct number of bar graph
lights are illuminated.
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NOTE: IF THIS IS THE FIRST TIME THE COMBO
ATIMING HAS BEEN SET, SET THE TIMING TO

ONE BAR (.5 SECONDS), DRAW A SERVING,
AND ADJUST FOR WIDER LAYERS IF NEEDED.

Press the COMBO TIMER key to exit the mode and
lock in the setting.
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Draw a serving to determine if the adjustment is
satisfactory. Repeat this process until the desired
ingredient concentration is achieved.
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ELE 550 FLAVOR BURST KEYPAD - AUTO- continued
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