SOFT SERVE EQUIPMENT

Flavor Burst

Soft Serve System

Model FB 80M-08/26

Model FB 80M-08/26
Daily maintenance tasks

SSD1 Daily Opening
Procedures

SS D2 Daily Closing
Procedures

SS D3 Rotor Flush
Function
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Bi-weekly maintenance tasks

SSB1 Spout Adapter
Cleaning
Procedure

Monthly maintenance tasks

SS M1 Clean-In-Place
(CIP) Procedure

SS M2 Miscellaneous
Cleaning
Procedures

/\ Hazards
These icons alert you to a possible risk of personal injury.

Equipment alerts
Look for this icon to find information about how to avoid damaging the
equipment while doing a procedure.

@ Tips

Look for this icon to find helpful tips about how to do a procedure.
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Spout Adapter Cleaning Procedure Bi-Weekly SS80 B1

Why Clean and Sanitize Spout Adapter
Time required 5 minutes to prepare 15 minutes to complete
Time of day At close, when freezer head is cleaned ~ For 24-hour restaurants: during low-volume periods

when regular menu is being served

Hazard icons Chemicals

=

Tools and supplies

9¢/80-N08 dd |opow Wa1SAS anIeS 1JOS 1Sing I0AR|H

=]
Bucket - for Large pitcher, glass container — Approved cleaning brushes Sanitary parts tray
preparing detergent for preparing sanitizer (see operations manual for
list of recommended utensils)
McD Sanitizer (HCS) McD All Purpose
Super Concentrate
(APSC) (HCS)
Procedure
1 Prepare detergent and 3 Clean the adapter o-rings and
sanitizer. gasket.
Prepare detergent water by Remove the two black o-rings
mixing McD ALL PURPOSE and gasket from the spout
SUPER CONCENTRATE adapter. Clean them with a
(APSC) (HCS) with warm small brush, detergent water
water according to and then rinse them with
manufacturer’s instructions. clean water. Place them on a
Also prepare McD Sanitizer sanitary tray to dry. continued P
(HCS) solution according to
manufacturer’s instructions. ) Tip
Your adapter may not include
Chemicals a gasket. If this is the case,
Detergent ignore all references to the
Sanitizer Solution gasket in these instructions.
Inspect the o-rings and @
2 Remove the Spout Adapter < gasket. If they are worn, =
from the freezer spout. replace them with new ones o]
from the Spare Parts Kit. <
Replace wear items according
_0 Tip ) to the PARTS
Since the fitting may be tight, REPLACEMENT
you may need to use a small \ SCHEDULE in the operations
tool to pry the adapter from manual. v
the spout. g
o
w
[N
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4 Lubricate the o-rings.

Apply Taylor HP Lubricant to
the two black o-rings. Install
them with the gasket in their
respective position on the
adapter.

Clean the freezer.

Clean the freezer door and
spout according to
manufacturer’s instructions
before installing the spout
adapter.

Spout Adapter Cleaning Procedure (continued)

6

Install the spout adapter.

Set the adapter on a flat, clean
surface. Place the freezer door
spout upright onto the adapter
and rock the door forward to
snap the adapter into place.

Return the freezer door to the
freezer with the adapter
attached.
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SS80 D1

Daily Opening Procedures

Why Clean and sanitize the Injector Assembly

Time required 5 minutes to prepare 25 minutes to complete

Time of day At opening For 24-hour restaurants: 5 minutes after Daily Closing
Procedures, when the parts have dried. Skip steps 1-3;
begin with step 4.

Hazard icons

Chemicals

Tools and supplies

3

Bucket - for
preparing detergent

Large pitcher, glass container —
for preparing sanitizer

M

>

Small container

Vi

Approved cleaning
brushes (see operations
manual for list of
recommended utensils)

Spray bottle — for
sanitizer

M

(— =
L= )
Single service towels McD All Purpose McD Sanitizer (HCS) Sanitary parts tray
Super Concentrate
(APSC) (HCS)

Procedure

1 Prepare detergent and
sanitizer.

Prepare detergent water by
mixing McD ALL PURPOSE
SUPER CONCENTRATE
(APSC) (HCS) with warm
water according to
manufacturer’s instructions.
Also prepare McD Sanitizer
(HCS) solution according to
manufacturer’s instructions.

Chemicals

Detergent
Sanitizer Solution

©McDonald’s Corporation - Planned Maintenance Manual - Revised February 2008

2 Clean and sanitize the Injector
Assembly.
Place the gear box in warm
water to soak for at least 5
minutes. Brush and clean the
gear box, gear cartridge, and
Injector Head with detergent
water. Rinse items with clean

water and soak them in McD
Sanitizer (HCS) for at least 5
minutes. Place the parts on
the sanitary tray to dry.

@ Tip

Inspect the Injector Head o-
rings and gear cartridge. If
they are worn, replace them
with new ones from the Spare
Parts Kit. Replace wear items
according to the PARTS
REPLACEMENT
SCHEDULE in the operations
manual.

continued P>
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Daily Opening Procedures (continued)

3 Sanitize the 9-Tube Assembly.
Spray the end of the 9-Tube
Assembly with McD Sanitizer

6 Adjust the suspension bracket.
Make adjustments using the
bracket hand knob to ensure

\

\

N

(HCS). Hang the 9-Tube
Assembly on the accessory
mounting bracket to sanitize
for at least 5 minutes and dry.

Assemble the Injector
Assembly.

Place the gear cartridge into
the gear box opening. Install
the Injector Head onto the
gear box and rotate off-center
to secure. Install the drive
motor into the gear box and
rotate off-center to secure.

Install the Injector Assembly.
Hang the suspension bracket
with the Injector Assembly on
one of the lower freezer door
posts. Install the Injector
Head fully over the spout
adapter tabs and rotate the
locking collar to secure.

the Injector Assembly is level
horizontally.

Connect the 9-Tube Assembly
to the Injector Head.

Insert the manifold end of the
9-Tube Assembly into the
Injector Head syrup port.
Rotate it clockwise to secure.

Sanitize the Injector Head
opening.

Place a container under the
Injector Head spout and press
the ROTOR FLUSH key to
sanitize the opening.
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SS80 D2

Daily Closing Procedures

Why Clean and sanitize Injector Assembly

Time required 5 minutes to prepare 25 minutes to complete

Time of day At close For 24-hour restaurants: during low-volume periods

when regular menu is being served

Hazard icons

Chemicals

Tools and supplies

—2

Bucket - for
preparing detergent

for preparing sanitizer

M

McD All Purpose
Super Concentrate
(APSC) (HCS)

Single service towels

Large pitcher, glass container —

—

Small container

Vi

Approved cleaning
brushes (see operations
manual for list of
recommended utensils)

M

McD Sanitizer (HCS)

= 2525
e

Sanitary parts tray

Spray bottle - for

sanitizer

Procedure

1 Prepare detergent and
sanitizer.
Prepare detergent water by
mixing McD ALL PURPOSE
SUPER CONCENTRATE
(APSC) (HCS) with warm
water according to
manufacturer’s instructions.
Also prepare McD Sanitizer
(HCS) solution according to
manufacturer’s instructions.

Chemicals

Detergent
Sanitizer Solution

2 Sanitize the Injector Head
opening.
Place a container under the

Injector Head spout and press
the ROTOR FLUSH key to
sanitize the opening.

ROTOR
FLUSH

3 Remove the 9-Tube Assembly.
Rotate the 9-Tube Assembly
and slide it from the Injector
Head syrup port. Place the 9-
Tube Assembly on the
accessory hanging bracket.

4 Remove the Injector Assembly

from the freezer.

Rotate the Injector Head
locking collar and remove the
assembly from the spout
adapter.

continued
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Daily Closing Procedures (continued)

5 Disassemble the Injector

Assembly.

Rotate the Drive Motor and
remove it from the gear box.
Rotate the Injector Head and
remove it and the gear
cartridge from the box.

0 Tip

Inspect the Injector Head o-
rings and gear cartridge. If
they are worn, replace them
with new ones from the Spare
Parts Kit. Replace wear items
according to the PARTS
REPLACEMENT
SCHEDULE in the operations
manual.

Clean and sanitize the Injector
Assembly parts.

Place the gear box in warm
water to soak for at least 5
minutes. Brush and clean the
gear cartridge, Injector Head
and gear box with detergent
water. Rinse the parts
thoroughly and then place
them in McD Sanitizer (HCS)
to soak for at least 5 minutes.
Place the parts on a sanitary
tray to dry.

7 Sanitize the 9-Tube Assembly.

Spray the end of the 9-Tube
Assembly with McD Sanitizer
(HCS). Hang the 9-Tube
Assembly on the accessory
mounting bracket to sanitize
for at least 5 minutes and dry.

Clean the cabinet, drive motor
and keypad.

Clean, rinse and dry the
surfaces of the drive motor,
keypad and exposed surfaces
of the cabinet using detergent
water, clean water and towels.
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Rotor Flush Function SS80 D3

Why Clean and sanitize Injector Head spout during daily operations

Time required Less than 1 minute Less than 1 minute to complete

Time of day 12pm, 3pm, 6pm, 9pm For 24-hour restaurants: 12am, 3am, 6am, 9am, 12pm,
3pm, 6pm, 9pm

Hazard icons

Tools and supplies

——2

92/80-IN08 94 [9pow WaIsAS aAIaS JoS Ising Jone|d

Small Container
Procedure
1 Place a container under the 2 Pressthe ROTOR FLUSH key.
Injector Head spout. Press the ROTOR FLUSH
key on the keypad to send

sanitizer solution from the
sanitizer tank through the
spout. Dispose of waste.

=2

Alreg

€d 08SS
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SS80 M1

Clean-In-Place (CIP) Procedure

Monthly

Why Sanitize Internal System Parts

Time required 5 minutes to prepare 130 minutes to complete

At close For 24-hour restaurants: during low-volume periods

when regular menu is being served

Time of day

Hazard icons

Chemicals

Tools and supplies

&

Bucket Single service towels

n

M

Approved cleaning brushes McD All Purpose Super
(see operations manual for Concentrate (APSC)
list of recommended utensils) (HCS)

N\

Q@ =)

|

m

McD Sanitizer (HCS)

Spray bottle - for Bucket — for preparing Large pitcher, glass Sanitary parts tray
sanitizer detergent container — for
preparing sanitizer
Procedure

1 Prepare detergent and
sanitizer.
Prepare detergent water by
mixing McD ALL PURPOSE
SUPER CONCENTRATE
(APSC) (HCS) with warm
water according to
manufacturer’s instructions.
Also prepare McD Sanitizer
(HCS) solution according to
manufacturer’s instructions.

Chemicals

Detergent
Sanitizer Solution

2 Disassemble the 9-Tube
Assembly.
Remove the 9-Tube
Assembly from the Injector
Head. Remove the 9-Tube
coupler body, syrup line
manifold and duckbill check
valve. Place the end of the
exposed 9-Tube Assembly
into a bucket to catch syrup
and water expelled during the
procedure.

@ Tip

Inspect the duckbill check
valve. If it is worn, replace it
with a new one from the
Spare Parts Kit. Replace
wear items according to the
PARTS REPLACEMENT
SCHEDULE in the operations
manual.

continued p
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3 Clean the 9-Tube Assembly

parts.

Clean the syrup line manifold,
duckbill check valve and
coupler body using a small
brush and detergent water.
Then rinse each piece and
place them in McD Sanitizer
(HCS) to soak throughout the
following processes.

Clean the syrup bag adapter.
Disconnect the syrup bag
adapter from the bag fitment
and syrup bag connector.
Brush and clean the syrup bag
adapter thoroughly with
detergent. Then rinse with
clean water and place it in
McD Sanitizer (HCS)
solution for at least 5 minutes.
Remove the adapter from the
sanitizer solution and place it
on a sanitary tray.

Connect the pump flush
adapter to the syrup line.
Connect the syrup bag adapter
to the pump flush adapter.
Connect the pump flush
adapter assembly to the syrup
bag connector.

Perform the Pump Flush
Procedure.

Select the keypad number that
corresponds to the line
connected to the pump flush
adapter. Press the ‘PUMP
FLUSH” key to start the 15-
minute automated procedure.
Once the process is finished,
disconnect the adapter from
the connector. Remove the
syrup bag adapter from the
pump flush adapter and set it
on a sanitary tray to air dry.

0 Tip

You may also perform Daily
Closing Procedures (step 12)
while the pump is flushing as
time allows.

Clean-In-Place (CIP) Procedure (continued)

PUMP
FLUSH

Flush the other syrup lines.
Repeat steps 4-6 for the
remaining syrup lines until all
of them have gone through
the pump flush procedure.
Return the pump flush adapter
to its position under the
bottom center tray.

Reconnect the syrup lines.
Connect a syrup bag adapter
to each bag fitment. Connect
each syrup line to the bag of
syrup by pressing the
connector onto the syrup bag
adapter.

Dry the 9-Tube Assembly
parts.

Remove the manifold,
duckbill check valve and
coupler body from the
sanitizer solution and place
them on a sanitary tray to air
dry.

Clean the 9-Tube Assembly
opening.

Remove the 9-Tube
Assembly opening from the
bucket. Spray McD Sanitizer
(HCS) onto the end of the
assembly and allow it to
sanitizer for at least 5-
minutes.

Reassemble the 9-Tube
Assembly parts.

Install the Duckbill Check
Valve into the manifold and
install the coupler over the
manifold. Connect the
manifold pins to the end of
the 9-Tube Assembly. Push
the coupler nut into the
coupler body and rotate it to
secure the assembly. Place the
cap onto the manifold end of
the 9-Tube Assembly and
place it on the accessory
hanging bracket.

continued
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12 Perform the Daily Closing

Procedures.

Perform the entire DAILY
CLOSING PROCEDURES of
the operations manual to
clean and sanitize the Injector
System.

0 Tip

This may also be done during
the pump flush process as
time allows. Inspect the
Injector Head o-rings and
gear cartridge. If they are
worn, replace them with new
ones from the Spare Parts Kit.
Replace wear items according
to the PARTS
REPLACEMENT
SCHEDULE in the operations
manual.

Clean-In-Place (CIP) Procedure (continued)

13

14

Assemble the Injector
Assembly.

Assemble and install the
Injector Assembly according
to the DAILY OPENING
PROCEDURES section of the
operations manual.

Prime the syrup system.
Prime the syrup system as
instructed in “Priming the
Syrup System” In the
SCHEDULED
MAINTENANCE section of
the operations manual.

= =
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Miscellaneous Cleaning Procedures Monthly SS80 M2

Why Sanitize External System Parts
Time required 5 minutes to prepare 25 minutes to complete
Time of day At close For 24-hour restaurants: during low-volume periods

when regular menu is being served

Hazard icons Chemicals A Electricity

Tools and supplies

Bucket, clean water Bucket — for preparing detergent Large pitcher, glass container Approved cleaning
— for preparing sanitizer brushes (see operations

manual for list of
recommended utensils)

9¢/80-N08 dd |opow Wa1SAS anIeS 1JOS 1Sing I0AR|H

M

=

)N

Single service towels McD All Purpose McD Sanitizer (HCS) Sanitary tray
Super Concentrate
(APSC) (HCS)
Procedure
1 Prepare detergent and 2 Clean the area under the
sanitizer. cabinet.
Prepare detergent water by Carefully move the cabinet to
mixing McD ALL PURPOSE an area, exposing the area
SUPER CONCENTRATE where it was sitting. Clean the
(APSC) (HCS) with warm area with detergent water and
water according to a large brush. Rinse with
manufacturer’s instructions. clean water and dry with dry
Also prepare McD Sanitizer towels. Carefully return the continued I
(HCS) solution according to cabinet to its original space.

manufacturer’s instructions.

Chemicals

Detergent
Sanitizer Solution

Alyiuop

¢IN 08SS
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3 Clean the inside of the cabinet.

Use detergent water and
towels to clean the inside
panels of the cabinet. Rinse
the panels using a towel
moistened with clean water
and dry the surfaces with dry
towels. Clean, rinse and dry
the trays if necessary using
detergent, water and towels.

@ Tip

If necessary, disconnect the
syrup bags and remove the
trays with the bags for easier
access.

Clean the keypad mounting
bracket.

Slide the keypad off the
bracket. Loosen the mounting
bracket hand knobs and
remove the main plate. Clean
both the plates and the knobs
using a towel moistened with
detergent water. Use a brush
if necessary. Rinse the
bracket parts with a towel and
clean water, then dry them
with a dry towel. Reassemble
the mounting bracket and
return the keypad.

Clean and sanitize the Injector
Assembly suspension bracket.
Remove the suspension
bracket from the Injector
Assembly and disassemble it.
Clean the bracket parts using
detergent water and brush if
necessary. Then rinse with
clean water. Place the parts in
McD Sanitizer (HCS) for at
least 5 minutes. Remove the
parts from the sanitizer and
place them on a sanitary tray
to dry. Reassemble the
suspension bracket and install
it onto the Injector Assembly.

Miscellaneous Cleaning Procedures (continued)

CLEAN RINSE DRY
ﬁ®

Detergent Watsr
N

6 Clean the accessory hanging

bracket and 9-Tube Assembly
casing.

Clean the bracket and casing
using detergent water and a
towel. Rinse the parts using a
towel moistened with clean
water . Dry with a dry towel.

Clean the spigot switch
bracket.

Disconnect the switch from
the keypad and remove it
from the freezer handle.
Clean only the exposed
surfaces of the switch (lever,
top of switch, bracket clip)
using a towel moistened with
detergent water, keeping the
water away from the cord and
plug. Rinse using a towel
moistened with clean water
and dry thoroughly with a dry
towel. Reinstall the switch.

A Electricity

Do not immerse or use an
excessive amount of water or
detergent in cleaning the
spigot switch assembly.
Failure to comply may result
in serious electrical shock.

Clean the 9-Tube Assembly
syrup lines.

Clean the coupler base, the
end of the syrup lines and the
outside of the tubes with a
towel moistened with
detergent water. Rinse with a
towel moistened with clean
water and dry with a towel.

@ip

If necessary, disassemble,
clean and sanitize the
manifold, valve and coupler
body according to instructions
in the Clean-In-Place
procedure in the
SCHEDULED Maintenance
section of the operations
manual.
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